-‘SYRMA MOLDED TAGS

Features

Syrma molded tags are designed around extreme requirements of heavy industrial RFID applications in harsh
everyday environments. Our laundry tags are designed to withstand 250 industrial wash cycles. Our range of
molded RFID product materials also includes an FDA-approved food-grade plastic for tags used on meat and
other consumables. Flexible form factors can be used for metal mounted applications. Our ability to customize
tag sizes, ICs, and read ranges can accommodate your application’s unique specifications.

Applications

e Asset Management e Food Tracking
e Pallet Tracking e Logistics Control
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SYRMA

Website www.syrma.com
Contact +1.408.404.0500
Email sales@syrmatech.com

Size/Name 30mm 4mm, 6mm 80mm HF Industrial Laundry Tag
SKU STOO05 STO83 ST102, ST103 STO025

LF: 125 kHz (£6 kHz) & 125 KHz (6 kHz)

134.2 kHz (£3 kHz)
HF: 13.56 MHz
(+0.5/-0.2 MHz) v v Vv Vv

1ISO

LF: 11784/85; FDX/HDX v v/

HF: 15693/NDEF 15693
Dimension 30£0.5 x 1.0£0.2mm 34+0.2 x 4+0.2mm 12 x 3mm 15.1+0.1 x 2.85+0.05mm
Materials Polycarbonate Nylon Polycarbonate PPS

base + epoxy

Mounting Methods To be hammered Heat seal or stitch

Colors ([ ] (] [ JON | [ )
Operating Temperature (°C) 0 to +60 -40 to +150
Storage Temperature (°C) -10 to +70 -40 to +85

Chemical Resistance

Medium resistance to most diluted acids/alkalines

Petrol/gasoline, vegetable/
mineral oils, salt solution,
soaps, detergents, dilute
acids, alkalines—each for

100 hours at RT

Mechanical Vibrations

10g, 20-1000Hz, 3 axis, 10 cycles/axis

Mechanical Shock

15g, half-sine, 18ms, 3 axis, 6 times/axis

Hermetic Sealing

LF: HitagU, EM4200,
EM4305, SIC7999, SIC7888
HF: Icode SLIX/SLIXL, Tag-it
NTAG 213/215/216 SIC43N1

IP67 1P67 IP67 IP68
Vv v

Icode SLIX/SLIXL EM4237
Vv v v

Special Features

High temp/chemical environment/sterilizable grade

Laser marking of UID

Customization Examples
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*Other sizes can be made available upon request. Syrma Technology reserves the right to change the product information, specifications and features without any prior notice at any time.
Syrma Technology does not take any responsibility for customer product/system design or performance when our product is used with specifications not mentioned above.




